: TECHNICAL
Haiku L SPECIFICATIONS

Haiku’s signature design elements, energy efficiency, and
effectiveness at a more accessible price point.

THE CEILING FAN, REINVENTED ' E

« Aerofoils — Hybrid resin construction; 1.3m fan sweep.

« Mounting — Universal mount with 128.5mm extension
tube accommodates flat or sloped ceilings 2.4m and taller.
Optional extension tube lengths available.

« Optional LED Light — Settings include on/off, Sleep mode,
and 16 dimmable light levels.

- Fan Settings — On/Off, Whoosh® mode, Sleep mode, and
timer.

« Motor — High-efficiency, brushless DC motor with digital
inverter drive.

« Environment — Indoor use only.
Aerofoil Finishes

« Sound Level — <35 dBA at max speed'.

« Controls — Handheld remote control, Wall Control
(optional), or 010 V Module (optional).

-  Warranty — Visit the Big Ass Fans website for details. Black Finish With Light On Black White
FAN SPECIFICATIONS LIGHT SPECIFICATIONS*
MIN/MAX COLOUR
DIAMETER VOLTAGE SPEED WATTAGE MAX WEIGHT TEMP CRI
100-120 VAC, 1 ®, 50/60 Hz Without Light: 4.9 kg 4000 K
1.3m 200-240 VAC, 10, 50/60 Hz 35/200 RPM 39w With Light: 5.1 kg 2700 K 90
* Light kit must be specified at time of order.
152mm
OPTIONAL EXTENSION TUBES
EXTENSION FAN CEILING
TUBE LENGTH HEIGHT HEIGHT
T 128.5mm 289
256mm 417mm >2.7m mm
561mm 721mm >3m
884mm 1044mm >3.4m
1291mm 1451mm >3.7m
1595mm 1755mm >4m - 1.3m >

Optional extension tube lengths are sold and packaged
separately.

Lead times may vary.
Specifications subject to change without notice.
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